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WIDE BELT SANDER

MODEL: SGJ700R-R-RPA
ROLLER+ ROLLER+COMBINATION
SERVICE SIDE: LEFT

FEATURE:

APPLIED ALL OUR 25 YEARS EXPERIENCE.
EASY TO ADJUST AND MAINTAIN
HIGH QUALITY AND RESONABLE PRICE
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We applied all our experience in sanding technology to make this type machine. It’s main advantage is the
combination of high quality and affordable price, this machine is easy to adjust and maintain, our purpose is save you
time and cost.

BASIC SPECIFICATIONS:

MODEL
SPC SGJ700R-R-RPA
ITEM
Working width 40-700mm
Working thickness 2.5-160mm
Shortest working length 365mm
First roller diameter ?190mm
Second roller diameter ?190mm
Third roller diameter @115mm
Feeding speed 0-19m/min
First belt speed 20m/s
Second roller speed 20m/s
Third belt speed 16m/s
Sanding belt size 730*1900mm
Feeding belt size 705*3880mm
Total power 40.93kw
First belt motor 15kw
Second belt motor 15kw
Third belt motor 7.5kw
Motors position Inside
Feeding motor 3 kw
Lift & decline motor 0.25kw
Brush motor 0.18kw
Working pressure 0.4-0.8Mpa
Compressed air consumption 1CBM/min
The average speed of sucked air 30m/s
Overall dimension 2260*1270*1970mm
Weight 2300kgs
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Machine frame:
Built with steel structure; main motors positioned inside the frame in a protected position.
Transmission from main motor to working units with V-belts and pulleys, disk brakes on each working
units for emergency stop.

Machine manufacture per CE regulations according to European general machine directive.

Machine frame for forklift and hoist.

120mm steel channel

100mm width

150mm steel channel

> 200mm width

120mm steel channel

» 15mm thickness

» 175mm width
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Pressure units:

Pressure units to hold the work pieces on the conveyor belt; are positioned in front and rear of each
working unit;

The press rollers with springs to compensate panel thickness difference.

Pressure units are exposed on both ends, easy to adjust.

A75MM press roller Disc springs

Feed system:

Feed table is built in steel with tolerance of planarity within 0.05mm; table surface fine-grinded to
avoid wear of the internal side of the feed belt; the feed table through heat treatment too.

Conveyor belt with surface in rubber at appropriate hardness; top profile according to operation
requirement.

Drive unit with inverter motor, feed speed variable in continuous from Om/min to 19m/min.

Feed table extension in machine front side with steel idle rollers.
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Fine grinding table Reducer
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1% working unit:

Working unit with diameter 190mm steel sanding roller complete with: sanding belt tension unit;
electronic oscillation; dust hood; safety systems.

Sanding roller with helicoidal grooves for cooling.

Motor with one speed of rotation.

2" working unit is same with 1t working unit except the roller is rubber with hardness shore 70.

34 working unit:

Working unit is a combination of rubber roller and pad,

with alloy rack, felt, graphite cloth complete with sanding belt tension unit; electronic oscillation; dust
hood; safety systems.

Rubber roller is diameter 115mm and hardness 55 shore.

Sanding pad can be adjusted up and down easily.

Motor with one speed of rotation.

(Air pad is available)

Belt hat

Tension roller

Belt size:
730*1900mm

Limited switch

Tension switch

Eccentric shaft
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o Belt oscillation adjustment

24v Solenoid valves

®  V belts

e SKF bearings inside

®  Disc brake

Eccentric steel roller: @190mm Rubber roller: @115mm SKF bearings inside
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Electric plant:

Electric plant in the front of machine, includes wire blocks, contactors, breakers and so on.

Electric plant built on standard CE rules.

USA BANNER sensor with high accuracy and strong penetrability, which can work regularly even in
high concentration of dust.

o Iransformer

Power supply blocks

o Contactors

Banner Sensor made in USA OMRON Limited Switch
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PNEUMATIC SYSTEM:
Pneumatic plant complete with oil/air nebulizer, solenoid valve air pressure relay and so on.
Pneumatic parts adopt Airtac brand.

|

AIRTAC solenoid valve AIRTAC cylinder

CONTROL SYSTEM:
Control panel with push buttons and readout in frond side of machine.
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OPTION DEVICE:

Air jet blower for sanding belt cleaning.
Vacuum feed table.

Customer other request according to the fact.

PACKAGE:
Soft package + containerization
Wood box is needed if by LCL shipment.

General sales conditions

Delivery of goods
FOB Qingdao China

Delivery date
Within 30days from receipt of down payment.

Installation & machine start —up.
Not included in the machine price.
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